
office industry traffic retail public sports

Photometric test report

Licross® 11 Recessed
Family Order number: 51TL1DDV44XG

EAN: 4058352054291 59520_109
LP number

serial 
documentation

18.01.2024

Version cover, opal, direct-/ indirect distribution, diffuse

Lamps LED 4000 K | CRI ≥ 80

Controlgear ECG-DALI

Rated values Net luminous flux = 4120 lm
Power consumption = 22.3 W
Luminous efficacy    = 184.8 lm/W

Luminous intensity in cd/klm Imax: 294 cd/klmC180-0 C270-90
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Classifications

DIN 5040 B 3 1
CIE N1=44 N2=73 N3=91

N4=87 N5=100

Luminaire light output ratios

�LB 100.0%
�u 87.4%
�o 12.6%

Measurement conditions

DIN EN 13032 and DIN 5032
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office industry traffic retail public sports

Photometric test report

Licross® 11 Recessed
Family Order number: 51TL1DDV44XG

EAN: 4058352054291 59520_109
LP number

Table of values for luminous intensities Maximum luminous intensity

C-
planes 0° 15° 30° 45° 60° 75° 90° 105° 120° 135° 150° 165° 180°

� Luminous intensity in cd/klm
0° 293.9 293.9 293.9 293.9 293.9 293.9 293.9 293.9 293.9 293.9 293.9 293.9 293.9
5° 293.1 292.7 289.9 291.0 293.1 293.0 293.3 293.1 293.1 292.5 291.2 291.6 293.4

10° 288.1 287.8 285.0 286.0 288.1 287.9 288.3 288.0 288.0 287.5 286.2 286.7 288.3
15° 279.6 279.4 276.6 277.6 279.6 279.4 279.8 279.5 279.5 279.0 277.7 278.4 279.8

20° 268.8 268.4 265.5 266.2 268.1 267.8 268.3 268.1 268.0 267.5 266.6 267.8 269.2
25° 256.5 256.4 252.9 252.4 253.9 253.4 254.1 253.8 253.8 253.6 254.0 255.9 257.2
30° 243.5 242.9 239.1 237.4 237.4 236.9 237.6 237.4 237.5 238.5 240.0 242.5 243.7
35° 228.6 228.2 223.9 221.1 219.2 218.5 219.1 218.9 219.7 221.9 224.6 227.5 228.9

40° 213.3 212.5 208.1 204.0 200.4 198.8 199.5 199.5 201.1 204.3 208.6 211.7 213.2
45° 196.7 195.9 191.2 185.9 180.8 177.8 178.6 178.3 181.6 186.0 191.4 194.8 196.6
50° 180.5 179.0 174.4 167.8 161.5 156.5 157.0 156.9 161.7 167.6 173.9 177.7 179.7
55° 163.4 162.0 157.2 149.2 141.7 135.1 135.2 135.5 141.8 149.1 156.1 160.5 162.7

60° 146.8 144.8 139.8 131.0 122.1 114.1 113.1 114.2 121.9 130.6 138.3 143.3 145.4
65° 129.6 127.7 122.3 112.9 103.0 93.4 91.0 93.7 102.6 112.1 120.5 126.2 128.1
70° 112.8 110.6 104.4 95.0 83.9 73.2 69.4 73.2 83.4 93.6 102.3 109.1 110.8
75° 95.2 93.5 86.3 76.8 64.8 53.0 48.0 53.1 64.1 74.9 84.3 91.4 93.3

80° 78.9 76.8 69.4 59.0 47.0 34.5 28.0 34.2 45.8 57.3 67.7 74.1 76.6
85° 63.7 61.7 54.7 44.0 31.4 18.8 11.3 18.6 30.6 42.7 52.6 59.2 61.9
90° 52.7 50.3 47.2 33.6 21.8 9.7 1.7 9.7 21.3 32.8 42.6 49.1 51.4
95° 46.3 44.0 38.4 29.9 19.4 8.9 1.8 8.9 19.3 29.6 38.3 43.8 45.6

100° 43.6 41.6 36.5 28.4 19.0 9.0 2.1 8.7 18.6 27.9 35.8 41.3 42.9
105° 41.1 39.4 34.3 27.0 18.2 9.1 2.1 8.8 17.9 26.7 33.7 38.6 40.4
110° 38.7 36.7 32.3 25.7 17.6 9.2 2.0 8.7 17.0 25.1 31.7 36.0 37.9
115° 36.4 34.4 30.4 24.3 17.0 9.3 1.9 8.8 16.4 23.6 29.8 33.7 35.5

120° 34.1 32.2 28.7 23.1 16.5 9.4 1.8 8.8 15.7 22.3 27.9 31.4 33.2
125° 31.8 30.1 26.8 21.8 15.8 9.4 1.6 8.8 15.0 21.0 26.0 29.2 30.9
130° 29.6 27.9 25.1 20.7 15.3 9.5 1.4 8.7 14.3 19.7 24.1 27.1 28.6
135° 27.4 25.8 23.3 19.5 14.6 8.1 1.3 7.6 13.7 18.5 22.3 24.9 26.4

140° 25.2 23.7 21.6 18.3 13.6 7.0 1.3 6.4 12.7 17.1 20.5 22.8 24.2
145° 23.0 21.6 19.8 16.6 12.1 6.4 1.2 5.9 11.1 15.6 18.8 20.7 21.9
150° 20.7 19.6 18.1 14.3 11.0 6.2 1.3 6.0 9.5 13.3 16.9 18.6 19.6
155° 18.4 17.4 15.6 12.5 8.2 5.5 1.3 5.2 7.5 11.1 14.5 16.4 17.3

160° 16.1 15.3 12.6 10.0 7.9 5.1 1.4 4.6 6.8 7.9 11.7 14.3 14.9
165° 13.1 12.1 8.6 7.8 8.1 5.4 1.4 4.8 6.9 7.0 6.9 11.2 12.1
170° 9.8 7.7 7.3 8.0 6.5 2.9 1.4 2.2 5.4 6.7 6.3 6.6 8.9
175° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

180° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
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office industry traffic retail public sports

Photometric test report

Licross® 11 Recessed
Family Order number: 51TL1DDV44XG

EAN: 4058352054291 59520_109
LP number

Table of values for luminous intensities Maximum luminous intensity

C-
planes 195° 210° 225° 240° 255° 270° 285° 300° 315° 330° 345° Phi-zone

Total
Phi-zone

� Luminous intensity in cd/klm Luminous flux in lm/klm
0° 293.9 293.9 293.9 293.9 293.9 293.9 293.9 293.9 293.9 293.9 293.9 1.8 1.8
5° 292.9 289.8 290.9 292.8 292.8 293.2 292.8 292.9 292.3 291.2 292.0 14.0 15.7

10° 288.0 285.0 285.8 287.9 287.8 288.3 287.9 288.0 287.3 286.3 287.0 27.3 43.1
15° 279.5 276.7 277.5 279.4 279.4 279.9 279.5 279.5 278.9 277.9 279.0 39.6 82.6

20° 268.9 265.7 266.2 268.0 267.9 268.5 268.2 268.1 267.5 266.6 267.7 50.2 132.8
25° 256.9 253.4 252.5 253.8 253.6 254.3 254.0 254.0 253.5 253.8 256.1 58.9 191.7
30° 243.4 239.6 237.7 237.4 237.1 237.8 237.6 237.8 238.3 239.7 242.3 65.6 257.3
35° 228.5 224.4 221.4 219.4 218.7 219.4 219.3 219.8 221.8 224.6 228.0 70.0 327.3

40° 212.7 208.2 204.2 200.7 198.9 199.8 199.8 201.1 204.3 208.6 211.9 72.3 399.6
45° 195.8 191.1 185.9 181.0 177.8 178.9 178.7 181.7 186.2 191.6 195.6 72.3 472.0
50° 178.6 174.0 167.6 161.4 156.5 157.3 157.3 162.0 168.0 174.3 178.3 70.5 542.5
55° 161.2 156.5 148.8 141.5 135.3 135.5 135.8 142.2 149.7 156.9 161.8 66.9 609.4

60° 143.7 138.7 130.1 121.6 114.2 113.3 114.6 122.5 131.3 139.3 144.4 61.7 671.1
65° 126.5 121.0 111.8 102.3 93.3 91.1 94.0 103.2 113.1 121.8 128.0 55.2 726.3
70° 109.1 102.8 93.5 83.0 72.9 69.4 73.6 84.1 94.6 103.5 110.4 47.6 773.9
75° 91.6 84.7 75.4 63.7 52.5 47.9 53.5 65.0 76.2 85.9 93.4 39.0 812.9

80° 74.9 67.7 57.5 45.8 33.9 27.9 34.5 46.6 58.5 69.1 75.6 30.2 843.1
85° 59.9 53.1 42.6 30.4 18.3 11.1 18.9 31.3 43.7 53.8 61.1 22.2 865.3
90° 49.1 42.6 32.8 21.3 9.6 1.7 9.7 21.6 33.2 43.3 50.0 16.9 882.1
95° 43.4 38.0 29.6 19.2 8.8 1.8 8.9 19.4 29.7 38.6 44.5 14.9 897.1

100° 41.0 35.9 27.9 18.7 8.8 2.1 8.9 18.7 28.1 36.1 41.8 14.0 911.1
105° 38.7 33.7 26.5 17.8 8.7 2.1 9.0 18.1 27.0 34.2 39.3 13.1 924.2
110° 35.9 31.6 25.0 17.1 8.8 2.0 9.1 17.4 25.5 32.1 36.6 12.0 936.2
115° 33.6 29.7 23.6 16.4 8.7 1.9 9.3 16.9 24.2 30.4 34.4 11.0 947.2

120° 31.4 27.9 22.4 15.7 8.8 1.8 9.3 16.2 22.9 28.6 32.2 9.9 957.1
125° 29.2 26.0 21.1 15.0 8.7 1.6 9.4 15.7 21.7 26.8 30.1 8.9 966.0
130° 27.0 24.2 19.8 14.4 8.7 1.4 9.4 15.1 20.5 24.9 27.8 7.8 973.7
135° 24.9 22.4 18.6 13.7 7.3 1.3 8.2 14.6 19.3 23.2 25.8 6.7 980.4

140° 22.7 20.6 17.3 12.7 6.4 1.3 7.0 13.5 18.0 21.5 23.6 5.6 986.0
145° 20.6 18.9 15.7 11.3 5.8 1.2 6.5 12.0 15.8 19.8 21.6 4.5 990.5
150° 18.5 17.0 13.4 10.2 6.1 1.3 6.3 10.3 14.2 17.9 19.5 3.5 994.0
155° 16.4 14.6 11.8 7.5 4.9 1.3 5.8 8.1 12.0 15.5 17.4 2.6 996.6

160° 14.2 11.8 9.1 7.1 4.6 1.4 5.2 7.3 8.7 12.7 15.3 1.8 998.3
165° 11.1 8.0 7.1 7.6 4.8 1.4 5.5 7.3 7.6 7.6 12.0 1.1 999.4
170° 6.9 7.3 7.0 5.8 2.1 1.4 3.1 6.1 7.5 6.2 7.2 0.6 1000.0
175° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 1000.0

180° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 1000.0
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office industry traffic retail public sports

Photometric test report

Licross® 11 Recessed
Family Order number: 51TL1DDV44XG

EAN: 4058352054291 59520_109
LP number

UGR-Table Standard room

Reflection factor of ceiling
Reflection factor of walls
Reflection factor of floor

0.7 0.7 0.5 0.5 0.3
0.5 0.3 0.5 0.3 0.3
0.2 0.2 0.2 0.2 0.2

0.7 0.7 0.5 0.5 0.3
0.5 0.3 0.5 0.3 0.3
0.2 0.2 0.2 0.2 0.2

Room dimensions
x y

 2H  2H
  3H
  4H
  6H
  8H
 12H

 4H  2H
  3H
  4H
  6H
  8H
 12H

 8H  4H
  6H
  8H
 12H

12H  4H
  6H
  8H

View crosswise (C0)

17.3 18.8 17.8 19.3 19.8
19.2 20.6 19.7 21.1 21.6
20.0 21.3 20.5 21.8 22.4
20.8 22.0 21.3 22.5 23.1
21.2 22.3 21.7 22.9 23.5
21.5 22.5 22.1 23.1 23.8
18.0 19.3 18.5 19.8 20.3
20.0 21.1 20.6 21.7 22.3
21.0 22.0 21.6 22.6 23.3
22.0 22.8 22.6 23.4 24.1
22.4 23.2 23.1 23.9 24.6
22.8 23.5 23.5 24.2 24.9
21.3 22.2 21.9 22.8 23.5
22.5 23.2 23.1 23.8 24.5
23.1 23.7 23.7 24.3 25.1
23.6 24.1 24.3 24.8 25.6
21.3 22.1 21.9 22.7 23.4
22.5 23.1 23.2 23.8 24.5
23.2 23.7 23.8 24.4 25.1

View endwise (C90)

16.9 18.5 17.4 19.0 19.5
18.5 20.0 19.0 20.4 20.9
19.0 20.4 19.5 20.9 21.4
19.4 20.6 19.9 21.2 21.8
19.6 20.7 20.1 21.3 21.9
19.6 20.7 20.2 21.2 21.9
17.7 19.0 18.2 19.5 20.0
19.3 20.5 19.9 21.0 21.6
20.1 21.1 20.6 21.6 22.3
20.5 21.4 21.1 22.0 22.7
20.7 21.6 21.3 22.2 22.9
20.8 21.5 21.4 22.2 22.9
20.5 21.3 21.1 21.9 22.6
21.1 21.8 21.8 22.5 23.2
21.4 22.0 22.0 22.7 23.4
21.5 22.1 22.2 22.7 23.5
20.5 21.2 21.1 21.8 22.6
21.3 21.8 21.9 22.5 23.3
21.6 22.1 22.2 22.8 23.5

Luminance table Max. for ��������
Photometric
dimensions in mm:

L  = 2250
B = 76

H(C0)    = 25
H(C90) = 25

H(C180) = 25
H(C270) = 25

C-
planes 0° 30° 60° 90° 120° 150° 180° 210° 240° 270° 300° 330°

� Luminance in cd/m²
45° 5043.8 5048.9 5248.2 6017.7 5269.4 5053.2 5039.7 5046.8 5252.9 6028.7 5271.7 5059.6
50° 4860.8 4855.1 5012.6 5808.7 5020.2 4841.5 4839.0 4843.8 5010.1 5820.7 5027.7 4852.8
55° 4670.5 4666.9 4767.3 5591.6 4770.0 4635.6 4649.7 4645.2 4761.8 5601.6 4783.6 4659.7
60° 4506.7 4480.8 4520.6 5347.4 4514.6 4434.0 4464.5 4447.0 4502.6 5355.1 4535.5 4465.2

65° 4330.9 4295.1 4274.8 5066.5 4258.0 4232.5 4282.1 4252.4 4244.6 5071.0 4284.9 4278.0
70° 4173.3 4088.8 3999.8 4746.5 3972.8 4006.2 4098.3 4028.4 3953.5 4746.5 4007.6 4057.0
75° 3978.3 3854.6 3658.9 4289.5 3616.4 3767.7 3900.5 3782.2 3596.2 4283.0 3666.7 3836.5
80° 3821.1 3639.5 3281.4 3649.6 3200.5 3550.3 3707.3 3546.1 3197.2 3635.8 3255.4 3622.5

85° 3697.2 3497.9 2901.3 2764.4 2829.4 3365.7 3593.2 3395.8 2806.2 2732.8 2893.8 3445.5

Siteco GmbH  |  Georg-Simon-Ohm-Straße 50  |  D-83301 Traunreut Subject to modifications and errors
tolerances according to IEC 62722

LP 59520 | Licross® 11 Recessed | 51TL1DDV44XG Page 4 from 6



office industry traffic retail public sports

Photometric test report

Licross® 11 Recessed
Family Order number: 51TL1DDV44XG

EAN: 4058352054291 59520_109
LP number

Luminance values in cd/m² � 65° � 70° � 75° � 80° � 85°
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Family Order number: 51TL1DDV44XG
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Dimming levels table environmental temperature: 25°C

Luminous flux
%

Dimming level
linear

Dimming level
logarithmic

Luminous flux
[lm]

Power consumption
[W]

100 254 254 4120 22.3
95 241 252 3914 21.2
90 228 250 3703 20.1
85 215 248 3495 19.1
80 203 246 3304 18.0
75 190 243 3095 17.0
70 177 241 2887 15.9
65 164 238 2678 14.9
60 151 235 2468 13.7
55 139 232 2274 12.8
50 126 228 2063 11.7
45 113 224 1851 10.6
40 101 220 1655 9.6
35 88 215 1443 8.6
30 76 210 1243 7.5
25 63 203 1029 6.4
20 51 195 831 5.3
15 38 184 617 4.1
13 32 178 518 3.6
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